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GENERAL INFORMATION 

 Programme Information 

Programme: The International EPD® System 

Address: 
EPD International AB  
Box 210 60  
SE-100 31 Stockholm 
Sweden 

Website: www.environdec.com 
E-mail: support@environdec.com 

 

 Product Category Rules (PCR) 

CEN standard EN 15804 serves as the Core Product Category Rules (PCR) 

Product Category Rules (PCR): PCR 2019:14 Construction products (EN 15804), version 2.0.1 

PCR review was conducted by: The Technical Committee of the International EPD System.  
See www.environdec.com for a list of members. Review chair: Rob Rouwette (chair) and Noa Meron 
(co-chair). The review panel may be contacted via the Secretariat www.environdec.com/contact  

prEN 17388-1:2023 - Flexible sheets for waterproofing - Environmental product declaration - Product 
Category Rules for reinforced bitumen, plastic and rubber flexible sheets for (roof) waterproofing 

 

Third-party Verification 

Independent third-party verification of the declaration and data, according to ISO 14025:2006, via: 

☒ Individual EPD verification without a pre-verified LCA/EPD tool 

Third-party verifier: ​ Agnieszka Pikus, Greenwise 

Approved by: ​ International EPD System  

Procedure for follow-up of data during EPD validity involves third party verifier: 
☐ Yes​☒ No 

 
The EPD owner has the sole ownership, liability, and responsibility for the EPD.  
 
EPDs within the same product category but published in different EPD programmes, may not be 
comparable. For two EPDs to be comparable, they shall be based on the same PCR (including the 
same first-digit version number) or be based on fully aligned PCRs or versions of PCRs; cover 
products with identical functions, technical performances and use (e.g. identical declared/functional 
units); have identical scope in terms of included life-cycle stages (unless the excluded life-cycle stage 
is demonstrated to be insignificant); apply identical impact assessment methods (including the same 
version of characterisation factors); and be valid at the time of comparison.  
For further information about comparability, see EN 15804 and ISO 14025. 
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INFORMATION ABOUT EPD OWNER 

BMI Sweden 
Address: ​Pulpetgatan 20, SE-215 37 MALMÖ, SWEDEN 

E-mail: ​ kundservice.se@bmigroup.com 

Phone: ​ +46 (0) 40-24 74 00 

Web: ​ https://www.bmigroup.com/se/ 

Contact 
Lars Åhsberg, Nordic Environmental specialist, BMI Group 
+46 (0)70 604 50 46, lars.ahsberg@bmigroup.com 

Description of the organisation: 
BMI Sweden, with more than 100 years of experience, gathers the brands Monier, Icopal and Siplast 
under one roof and is one of the leading suppliers of roofing and waterproofing solutions in Sweden. 
We offer a comprehensive range of steep and low-pitched roofs as well as other systems that protect 
buildings against water, moisture and radon. BMI Sweden's headquarter is located in Malmö in the 
south of Sweden. BMI Sweden employs approximately 200 people. 
 
BMI Sweden is part of the BMI Group, which is Europe's largest roofing manufacturer. BMI Group has 
united some of the most trusted local brands in the industry to become Europe's largest supplier of 
pitched and flat roofing solutions, offering customers over 280 years of experience and innovation. 
BMI Group, headquartered in the United Kingdom under Standard Industries, benefits from the global 
support, reach, and resources of the parent company. With over 120 production sites across Europe, 
Africa, and Asia and over 9,600 employees worldwide, BMI Group is well positioned to provide 
unparalleled service to homeowners, designers, contractors, property owners, and developers. 
from us.  

Name and location of production site:  
The declared product is produced at BMI's manufacturing plant in Mondoubleau, France.  

Address: 30 Rue Poterie, 41170 Cormenon, France 

 

Product information 

Product name: ​ Flexilight Project  

Product description and identification:  
Icopal Flexilight Project is a light weight bitumen roof underlay specifically designed for application 
over wooden substrates beneath interlocking concrete, clay, and metal roof tiles, as well as shingles. It 
complies with industry standards such as AMA Hus JSB.41 (UD2) and usage classes AKK/AKV 
according to The Finnish Roofing Association (Toimivat Katot), ensuring quality and reliability. Icopal 
Flexilight Project provides temporary weather protection at roof slopes down to 6°, but the final 
minimum roof slope is dependent on the performance of the exposed roofing material. The product is 
engineered to resist mechanical wear, offers UV-protection for up to two months and maintains 
excellent flexibility at low temperature, making it suitable for a wide range of roofing projects. 
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Icopal Flexilight Project is produced using a polyester fiber reinforcement that provides optimal tensile 
strength and elongation at break. The reinforcement is coated with an elastic SBS-bitumen and finally 
covered by a PP-fleece on the top side. The edges of the underlay are sealed with a pre-applied hot 
melt adhesive surface on one side, enabling a secure seal of the overlap seal during installation. The 
logistics of the product involves transporting the rolls on a EUR/EPAL-pallet. These pallets are part of 
the European pallet pool system and can be re-used and repaired several times before end of life.  

Installation 
Icopal Flexilight Project is installed using concealed fasteners. Proper installation requires immediate 
securing of the underlay with battens. Always refer to the official installation guide for detailed 
instructions. The underlay is secured in the upper edge and the seam is sealed with the adhesive 
edge. Use hot-dip galvanized roofing nails (minimum size: 20 x 2.8 mm), ensuring the nail heads are 
visible. Corrosion-resistant staples may be used as an alternative, placed in two parallel lines. 
 
Table. Technical data   
Product Material  

nr 
GTIN Dim. 

(m) 
Thickness 

(mm) 
Overlap 

(%) 
Weight 

(kg / m2) * 

Flexilight Project 11002580  3347531037103 25 x 1 0.85 8 0.58 

*including overlap 

UN CPC code:   
5453 Roofing and waterproofing services. 

CONTENT DECLARATION 
Raw material     
Product components Content(

mass-%   
Post-consumer recycled 
mtrl (mass-% of product) 

Biogenic mtrl  (mass-% 
of product) 

Biogenic mtrl        
(kg C/declared unit) 

SBS modified bitumen 60-65 0 0 0 

Recycled bitumen oil 3-5 3-5 0 0 

Reinforcement 17-21 0 0 0 

PP Fleece  7-8 0 0 0 

PET-foil and adhesives  4-5 0 0 0 

TOTAL 100 0 0 0 

Packaging materials  
Packaging materials Mass  

(kg) 
Mass-%  

(versus the product) 
Biogenic material * 

(kg C/ declared unit) 
Cardboard 0.03 5.9% 0.015 
Plastic (LDPE) <0.01 <1% 0 
Wood pallet 0.04 4.3% 0.02 

*1 kg biogenic carbon in the product/packaging is equivalent to the uptake of 44/12 kg of CO2. 

Origin of electricity     
The used electricity in the manufacturing plant (FR residual mix 2024) has the following sources; 
Fossil 4 %, Renewable 7% and Nuclear 88%. The CO2 emission factor was 23.5 g CO2/kWh. (Source: 
"European Residual Mixes 2024", report from Association of Issuing Bodies (AIB). 
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Dangerous substances from the candidate list of SVHC for Authorisation 
No substances in concentrations >0.1% of the product weight included in the products listed in the 
"Candidate List of Substances of Very High Concern for Authorization" are used in the production of 
the product covered by this environmental product declaration. 
 

LCA information 
Declared unit:  
1 m² installed bitumen roof underlay from cradle-to-grave and D for a study period of 50 years for the 
building. The weight per 1 m2 installed roof (including 8% overlap) is 0.58 kg and the conversion factor 
to 1 kg is 1.72 m2. 

Reference service life:  
50 years. 

Time representativeness   
The specific data collected regarding manufacturing, packaging, suppliers and transports refer to the 
production year 2024. The data collection was performed by the EPD owner. Background data is 
based on EPD's and EcoInvent 3.9.1 and 3.10. Foreground data is <2 years and background data <10 
years.   

Geographical scope:  
All inventories are modelled with respect to their specific origin when applicable. The product stage 
(A1-A3) is modelled for France and the rest of the life cycles (A4-A5, C1-C4 and D) stages are 
modelled for Sweden.  

Database(s) and LCA software used 
LCA method R<THiNK: ​​ EN15804+A2:2019 
LCA software: ​ ​ ​ Simapro 9.1.1 (aligned with EF 3.1) 
Characterization method: ​ EN 15804 +A2 Method v1.0 
LCA database profiles: ​ ​ EcoInvent version 3.9.1 and 3.10 
EPD/LCA Tool used: ​ ​ R<THINK, Nibe, The Netherlands 

Description of system boundaries:  
The system boundary of the EPD adheres to the modular approach outlined in EN 
15804:2012+A2:2019. This EPD shows cradle-to-grave and module D with activities needed for a 
study period of 50 years for the building. No capital goods or infrastructure are included within the 
system boundaries.  
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Allocation used: 

Environmental profile / dataset used Explanation of used allocation method 

Bitumen production final LCI - 
EUROBITUME 2021 System, with 
infrastructures [Eurobitume] 

The allocation between bitumen and other co-products made from 
crude oil is based on mass balances at the crude oil extraction and 
the transport stages. At the refining level, the allocation is based on 
relative economic values. Source = Eurobitume. 

 
Mass balance approaches (MBAs), to claim, for example, biobased, renewable, and/or recycled 
product content, are not applied. 

Cut-off Criteria:  

Product stage (A1-A3): 
The production stage consists of the extraction of all raw materials, transportation of the raw materials, 
processing the raw materials into materials and the production of the product. The required energy for 
production, external treatments, ancillary materials, packaging material and production emissions are 
included. The total neglected input flows for A1-A3 do not exceed the limit of 5% of energy use and 
mass. 
 
Construction process stage (A4-A5) 
This phase consists of transporting (A4) the product from the production facility in Mondoubleau to 
BMI's warehouse in Sweden and on to the construction site.The transports are carried out by truck 
powered by diesel and the total distance is 1970 km. It also includes installation waste. The additional 
needed production, transport and end-of-life of the installation waste is included. The end-of-life of 
packaging material up to the end-of-waste state or disposal of final residues is also included. The 
installation of the product including manufacture, transportation and end-of-life of ancillary materials 
and any energy or water use required for installation or operation of the construction site are taken 
into account. The total neglected input flows for A4-A5 do not exceed the limit of 5% of energy use 
and mass. The included scenarios, according to the LCA Report, are currently in use and represent 
the most likely alternatives. 
 
Use stage (B1-B7) 
There are no environmental impacts caused by the product during its use stage. There are no 
emissions (B1) and no consumption of raw materials. There is no need for maintenance (B2), repair 
(B3), replacements (B4) or refurbishments (B5) during the use of the product in standard conditions. 
The product does not consume energy (B6) or water (B7) during its operational life. The included 
scenarios, according to the LCA Report, are currently in use and are representative for the most 
probable alternatives. 
 
End of life stage (C1-C4) 
When the end of the life stage of the building is reached, the de-construction/demolition begins. This 
EPD includes manually deconstruction/demolition (C1), the necessary transports by truck (C2) from 
the demolition site to a sorting location at a medium distance of 50 km. The end of life stage includes 
recycling processes (C3) up to the end-of-waste point (C3). In these calculations it is considered that 
100% will be recycled. The total neglected input flows for C1-C4 do not exceed the limit of 5% of 
energy use and mass. The included scenarios,  according to the LCA Report, are currently in use and 
are representative for the most probable alternatives.   
 
Benefits and loads beyond the system boundary (D) 
This stage contains the potential loads and benefits of recycling and re-use of raw materials/products. 
The loads contain the needed recycling processes from end-of-waste-point up to the 
point-of-equivalence of the substituted primary raw material and a load for secondary material that will 
be lost at the end-of-life stage. 
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Process flow diagram: 

 
Fig 2.  Process flow diagram illustrating the different steps in the products development related to the different product life 
stages (A1-D). 

Modules declared, geographical scope and share of specific data (in GWP-GHG 
results):   

 

Data Quality Assessment (DQA) 
The quality level of geographical representativeness is considered to be “very good”. The quality level 
of technical representativeness is considered to be “good” just like the time representativeness. The 
overall data quality for this EPD is therefore considered as “good”. All relevant process-specific data 
were collected during data collection. This allows for a precise LCA result with little assumptions about 
input-data being made. In all possible cases, primary data from suppliers was used, which has very 
good data quality because it comes directly from the source. 
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Additional explanation about share of specific (primary) data 

Process Source 
Type 

Source Reference 
year 

Data category Share of primary data of 
GWP-CHG result for A1-A3 * 

Manufacturing of product Collected 
data EPD Owner 2024 Primary data 5% 

Generation of electricity used in 
manufacturing of product Database Ecoinvent 

v3.9.1 2024 Primary data 10% 

Natural gas Database Ecoinvent 
v3.9.1 2024 Primary data 6% 

Transport of raw material to 
manufacturing site Database Ecoinvent 

v3.9.1 2024 Primary data 8% 

Production bitumen Specific EPD * 2021 Primary data 25% 
Production limestone, SBS, 
reinforcement, sand etc.  Database Ecoinvent 

v3.9.1 2022 Representative 
generic data 0% 

Total share ofprimary data of GWG-CHG for A1-A3   <54% 
 *The reported share of primary data is associated with uncertainty, as an EPD used as data source lack information on the   
  share of primary data 

Additional information: 

For further information regarding the underlying LCA, contact LCA practitioner Lars Åhsberg: 

lars.ahsberg@bmigroup.com 
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ENVIRONMENTAL PERFORMANCE 

LCA results* of the product - main environmental performance results 

Mandatory impact category indicators according to EN 15804  
Results per functional or declared unit 

Indicator Unit A1-A3 ** A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

GWP-total kg CO2 eq. 6,71E-01 1,27E-01 1,39E-01 0 0 0 0 0 0 0 0 4,19E-02 8,44E-03 0 4,63E-02 

GWP-fossil kg CO2 eq. 7,91E-01 1,27E-01 1,94E-02 0 0 0 0 0 0 0 0 4,18E-02 8,42E-03 0 6,13E-02 

GWP-biogenic kg CO2 eq. -1,20E-01 4,25E-05 1,20E-01 0 0 0 0 0 0 0 0 7,70E-06 2,03E-05 0 -1,49E-02 

GWP-luluc kg CO2 eq. 1,40E-03 6,19E-05 1,15E-05 0 0 0 0 0 0 0 0 1,32E-05 4,39E-06 0 1,95E-04 

ODP kg CFC-11 eq.  2,27E-07 2,88E-09 1,25E-09 0 0 0 0 0 0 0 0 8,35E-10 1,11E-10 0 1,08E-07 

AP mol H+ eq.  4,78E-03 3,14E-04 5,08E-05 0 0 0 0 0 0 0 0 1,25E-04 8,25E-05 0 1,08E-04 

EP-freshwater kg P eq. 3,69E-04 1,06E-06 1,87E-06 0 0 0 0 0 0 0 0 3,14E-07 1,78E-07 0 2,07E-04 

EP-marine kg N eq.  1,11E-03 8,38E-05 1,66E-05 0 0 0 0 0 0 0 0 4,14E-05 2,77E-05 0 2,10E-05 

EP-terrestrial mol N eq.  1,15E-02 8,79E-04 1,77E-04 0 0 0 0 0 0 0 0 4,56E-04 3,22E-04 0 -2,71E-05 

POCP kg NMVOC eq.  4,27E-03 5,13E-04 5,99E-05 0 0 0 0 0 0 0 0 1,97E-04 9,21E-05 0 7,51E-05 

ADP-mm** kg Sb eq. 1,19E-05 3,55E-07 7,49E-08 0 0 0 0 0 0 0 0 1,33E-07 2,23E-07 0 4,40E-07 

ADP-fossil** MJ, net calorific value  3,42E+01 1,93E+00 2,24E-01 0 0 0 0 0 0 0 0 5,83E-01 1,03E-01 0 -2,23E+01 

WDP* m3 world eq. deprived  4,37E-01 9,20E-03 2,64E-03 0 0 0 0 0 0 0 0 2,22E-03 1,05E-03 0 7,11E-02 

Acronyms 

GWP-fossil = Global Warming Potential fossil fuels; GWP-biogenic = Global Warming Potential biogenic; GWP-luluc = Global Warming Potential land use and land use change; ODP = Depletion 
potential of the stratospheric ozone layer; AP = Acidification potential, Accumulated Exceedance; EP-freshwater = Eutrophication potential, fraction of nutrients reaching freshwater end compartment; 
EP-marine = Eutrophication potential, fraction of nutrients reaching marine end compartment; EP-terrestrial = Eutrophication potential, Accumulated Exceedance; POCP = Formation potential of 
tropospheric ozone; ADP-mm = Abiotic depletion potential for non-fossil resources; ADP-fossil = Abiotic depletion for fossil resources potential; WDP = Water (user) deprivation potential, 
deprivation-weighted water consumption 

* The estimated impact results are only relative statements, which do not indicate the endpoints of the impact categories, exceeding threshold values, safety margins and/or risks. ** The use of the 
results of modules A1-A3 is discouraged without considering the results of module C. *** The results of this environmental impact indicator shall be used with care as the uncertainties of these results 
are high or as there is limited experience with the indicator.  
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Additional mandatory and voluntary impact category indicators 
Results per functional or declared unit 

Indicator Unit A1-A3 ** A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

GWP-GHG* kg CO2 eq. 7.92E-01 1.27E-01 1.94E-02 0 0 0 0 0 0 0 0 4.19E-02 8.42E-03 0.00E+00 6.15E-02 

Particulate matter 
emissions (PM) 

Disease 
incidence 2,37E-08 1,25E-08 5,57E-10 0 0 0 0 0 0 0 0 2,81E-09 1,78E-09 0 -7,68E-10 

Ionizing radiation, 
human health (IRP) 

*** 
kBq U235 eq. 1,26E-01 9,27E-04 6,94E-04 0 0 0 0 0 0 0 0 3,09E-04 4,80E-05 0 -1,79E-01 

Eco-toxicity - 
freshwater (ETP-fw) CTUe 3,13E+00 9,27E-01 6,56E-02 0 0 0 0 0 0 0 0 1,53E-01 6,71E-02 0 -4,89E-02 

Human toxicity, 
cancer effect (HTP-c) CTUh 8,88E-10 5,65E-11 2,01E-11 0 0 0 0 0 0 0 0 2,50E-10 1,21E-10 0 -1,79E-11 

Human toxicity, 
non-cancer effects 

(HTP-nc) 
CTUh 4,21E-09 1,38E-09 9,23E-11 0 0 0 0 0 0 0 0 3,40E-10 1,99E-10 0 -8,67E-10 

Land use related 
impacts/Soil quality 

(SQP) 
dimensionless 9,36E+00 1,96E+00 8,03E-02 0 0 0 0 0 0 0 0 3,00E-01 4,79E-01 0 -6,96E+00 

* This indicator accounts for all greenhouse gases except biogenic carbon dioxide uptake and emissions and biogenic carbon stored in the product. As such, the indicator is identical to GWP-total except that the CF for biogenic 
CO2 is set to zero. ** The use of the results of modules A1-A3 is discouraged without considering the results of module C. ***This impact category deals mainly with the eventual impact of low dose ionizing radiation on human 
health of the nuclear fuel cycle. It does not consider effects due to possible nuclear accidents, occupational exposure nor due to radioactive waste disposal in underground facilities. Potential ionizing radiation from the soil, from 
radon and from some construction materials is also not measured by this indicator.  
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Resource use indicators 
Results per functional or declared unit 

Indicator Unit A1-A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

PERE MJ 1,94E+00 2,82E-02 1,11E-02 0 0 0 0 0 0 0 0 1,09E-02 6,75E-03 0 1,61E-01 

PERM MJ 7,94E-01 0 3,97E-03 0 0 0 0 0 0 0 0 0 0 0 0 

PERT MJ 2,74E+00 2,82E-02 1,51E-02 0 0 0 0 0 0 0 0 1,09E-02 6,75E-03 0 1,61E-01 

PENRE MJ 2,03E+01 1,93E+00 1,52E-01 0 0 0 0 0 0 0 0 5,83E-01 1,03E-01 0 1,55E+00 

PENRM MJ 1,40E+01 0 7,22E-02 0 0 0 0 0 0 0 0 0 0 0 -2,38E+01 

PENRT MJ 3,43E+01 1,93E+00 2,25E-01 0 0 0 0 0 0 0 0 5,83E-01 1,03E-01 0 -2,23E+01 

SM kg 7,00E-02 0 3,45E-04 0 0 0 0 0 0 0 0 0 0 0 4,12E-02 

RSF MJ 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

NRSF MJ 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

FW m3 1,10E-02 3,02E-04 8,23E-05 0 0 0 0 0 0 0 0 8,12E-05 3,07E-05 0 2,07E-03 

Acronyms 

PERE = Use of renewable primary energy excluding renewable primary energy resources used as raw materials; PERM = Use of renewable primary energy resources used as raw materials; PERT = Total 
use of renewable primary energy resources; PENRE = Use of non-renewable primary energy excluding non-renewable primary energy resources used as raw materials; PENRM = Use of non-renewable 
primary energy resources used as raw materials; PENRT = Total use of non-renewable primary energy re-sources; SM = Use of secondary material; RSF = Use of renewable secondary fuels; NRSF = Use of 
non-renewable secondary fuels; FW = Use of net fresh water 
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Waste indicators  
Results per functional or declared unit 

Indicator Unit A1-A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

Hazardous waste 
disposed 

kg 7,69E-05 1,20E-05 7,08E-07 0 0 0 0 0 0 0 0 3,91E-06 7,81E-07 0 -1,28E-06 

Non-hazardous 
waste disposed 

kg 6,64E-02 1,69E-01 3,97E-02 0 0 0 0 0 0 0 0 2,34E-02 1,79E-03 0 -4,43E-03 

Radioactive waste 
disposed 

kg 5,73E-04 5,87E-07 2,90E-06 0 0 0 0 0 0 0 0 2,23E-07 3,10E-08 0 -6,96E-05 

Output flow indicators   
Results per functional or declared unit 

Indicator Unit A1-A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

Components for 
re-use kg 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

Material for 
recycling kg 1,08E-02 0 3,01E-02 0 0 0 0 0 0 0 0 0 5,80E-01 0 0 

Materials for 
energy recovery kg 

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

Exported energy, 
thermal 

 
MJ 3,33E-02 0 0 0 0 0 0 0 0 0 0 0 0 0 1,76E-01 

Exported energy, 
electricity MJ 1,93E-02 0 0 0 0 0 0 0 0 0 0 0 0 0 1,02E-01 

 

 
PAGE 12/14 



 
 

 

REFERENCES 
●​ General Programme Instructions of the International EPD® System. Version 5.0.1. 
●​ PCR 2019:14 Construction products (EN 15804+A2:2019 core PCR) (2.0.1)  
●​ EN 15804+A2 EN 15804+A2: 2019: Sustainability of construction works — Environmental 

Product Declarations — Core rules for the product category of construction products  
●​ prEN 17388-1:2023 - Flexible sheets for waterproofing - Environmental product declaration - 

Product Category Rules for reinforced bitumen, plastic and rubber flexible sheets for (roof) 
waterproofing 

●​ ISO 14040 ISO 14040:2006-10, Environmental management - Life cycle assessment - 
Principles and framework;  

●​ EN ISO 14040:2006 ISO 14044 ISO 14044:2006-10, Environmental management - Life cycle 
assessment - Requirements and guidelines;  

●​ EN ISO 14040:2006 ISO 14025 ISO 14025:2011-10: Environmental labels and declarations — 
Type III environmental declarations — Principles and procedures  

●​ Forfaitaire waarden voor verwerking-scenario’s einde leven behorende bij: Bepalingsmethode 
Milieuprestatie Bouwwerken, May 2024, Stichting NMD.  

●​ Åhsberg, L (2026). Life Cycle Assessment – LCA background report, Flexilight Project, BMI 
Group  

 

VERSION HISTORY  

Original version:  2026-06-01   

 
PAGE 13/14 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

​ ​ ​  
 ​  
        www.environdec.com​

​  


	EPD-IES-0031679:001 
	 
	GENERAL INFORMATION 
	Description of the organisation: 
	Name and location of production site:  

	Product information 
	Product name: ​Flexilight Project  
	Product description and identification:  
	Installation 
	*including overlap 
	UN CPC code:   
	5453 Roofing and waterproofing services. 

	CONTENT DECLARATION 
	LCA information 
	Declared unit:  
	Reference service life:  
	Time representativeness   
	Geographical scope:  
	EPD/LCA Tool used: ​​R<THINK, Nibe, The Netherlands 
	Description of system boundaries:  
	 
	Allocation used: 
	Cut-off Criteria:  
	Product stage (A1-A3): 
	Process flow diagram: 
	 
	Modules declared, geographical scope and share of specific data (in GWP-GHG results):   
	Additional information: 
	For further information regarding the underlying LCA, contact LCA practitioner Lars Åhsberg: lars.ahsberg@bmigroup.com 

	Mandatory impact category indicators according to EN 15804  
	 
	Additional mandatory and voluntary impact category indicators 
	* This indicator accounts for all greenhouse gases except biogenic carbon dioxide uptake and emissions and biogenic carbon stored in the product. As such, the indicator is identical to GWP-total except that the CF for biogenic CO2 is set to zero. ** The use of the results of modules A1-A3 is discouraged without considering the results of module C. ***This impact category deals mainly with the eventual impact of low dose ionizing radiation on human health of the nuclear fuel cycle. It does not consider effects due to possible nuclear accidents, occupational exposure nor due to radioactive waste disposal in underground facilities. Potential ionizing radiation from the soil, from radon and from some construction materials is also not measured by this indicator. 
	Resource use indicators 
	Waste indicators  
	Output flow indicators   

	 
	 
	REFERENCES 
	VERSION HISTORY  


